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Mobiltherm 605 saves L.E. 702896.7 by saving lubricant cost and provides better protection for equipment
	Situation

	Hesni Textiles is using a mineral  Mobiltherm 605 as as heat transfer oil in the lubrication of their boiler. The current used oil is  running for 43200 hours. By using Signum oil analysis we extend the ODI of the lubricant to 93600 hours .


	

	Recommendation 

	ExxonMobil engineer recommended solution (Signum oil analysis)  Oil analysis is widely recognized as a useful condition monitoring tool. It frequently leads to reduced maintenance and less production downtime. 
After using signum oil analysis we can extend the ODI to saving lubricant cost and production downtime losses .

	

	Benefits
Extend the ODI from 43200 hr to 93600 hr
which saved L.E. 58574.725/y in lubricant cost

change all oil sump consumption take: 72 hrs . 
 If Hesni change the all sump every 6 years it will take 216 hrs /12 year = 18 hrs/year.
 In this report we don’t but the productivity downtime saved but if we calculate it will be a big savings
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Reduced storage, handling, movement of lubes 

 
– Reduced amount of lubricant package waste generated for     disposal 
 – Reduced used oil generated for disposal 
  
– Reduced volume of oil purchased 
– Increased equipment availability for production 
– Reduced cost of used oil disposal 
.
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For more information on Mobil-branded industrial lubricants and services, please contact your local company representative or visit mobilindustrial.com.
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* This proof of performance is based on the experience of a single customer. Actual results can vary depending upon the type of equipment used and its maintenance, operating conditions and environment, and any prior lubricant used.
 
**Visit mobilindustrial.com to learn how certain Mobil-branded lubricants may provide benefits to help reduce environmental impact. Actual benefits will depend upon product selected, operating conditions and applications
) (
From 6 years ODI
After oil analysis by SIGNUM  MOBILTHERM 605 reach 12 years 
ODI
)       (
Heat Transfer Oil 
Hesni Textiles
 
10
th
 of 
Ramdan
 city, EGYPT 
)[image: ]



[image: http://image.china-ogpe.com/pimage/3930/image/Horizontal_Oil_Gas_Steam_Boiler_Product3930.jpg]






image1.png
Mobil

GIE




image2.png




image3.png
Mobil

GIE




image4.png
EE Advancing Productivity”




image5.jpeg




image6.jpeg




image7.jpeg
=l Industrial
MObI Lubricc:nts




